HERMEPN

. Professional Spray Booth




-JTOMO TIVE SPRAY BOOTH

Inside :
6,900 x 4,500 x 2,800 mm (L x W x H)

.ATERBORNE PAINT SYSTEM

Ceiling Light

Side Light

Heating System

Intake Air
Exhuast Air
Floor Filter

Exhaust Air Filter

Type B

Type C

4-pc tube fluorescent panel with electronic ballast (36W, 10 fixtures): Total 1000 LUX
2-pc tube fluorescent panel with electronic ballast (36W, 10 fixtures)

Riello® RG 55 diesel burner with capacity of 260 000 Kcal/H, heat exchanger with anti-explosion safety
opening (Max Temp : 80°C)

7.5 KW single intake turbo fan with capacity of 25 000 m*/h
7.5 KW single intake turbo fan with capacity of 25 000 m°/h
G8 grade fiberglass with F5 grade sub-high efficiency filter

G8 grade fiberglass with active carbon (KC-8.0)



PB-Fix Line

Painting Booth Baking Booth
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.DUSTRIAL PAINT BOOTH

Inside :

8,000 x 3,900 x 2,700 mm (L x W x H)

Inside :
8,000 x 3,900 x 2,700 mm (L x W x H)

Model No.
Ceiling Light
Side Light
Intake Air

Filter

Motor

Exhaust Air

4-pc tube fluorescent panel (36W, 10 fixtures): Total 800 LUX
4-pc tube fluorescent panel (36W, 6 fixtures)
No provision of intake air system and instead reliance on outside air.

G3 grade filter (EN779) installed on the main gate G83 grade filter (EN779) installed on the front-half

of the roof
2.2 KW belt-driven type with capacity of 12 000 m°/h

Exhaust air filters on the rear wall panel. Exhaust air filters on the rear-half of the roof.



TB15

Inside Size

Outside Size
Electric Shutter Size
Ceiling Light

Side Light

Intake Air

Exhaust Air

Heating System

Exhaust Air Filtering
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15,000 x 5,000 x 5,000 (LxWxH)

15,144 x 6,896 x 5,600 (LxWxH)

4,000 x 4,600 (WxH)

4-pc tube fluorescent panel with electronic ballast (36W, 18 fixtures): Total 1000 LUX

4-pc tube fluorescent panel with electronic ballast (36W, 22 fixtures)

4 x 7.5 KW (30 KW) fans with total air capacity of 84 000 m*/h

2 x 11 KW (22 KW) belt-driven double intake centrifugal fans with total air capacity of 72 000 m°/h
Riello® RG 55 diesel burner with capacity of 260 000 Kcal/H with anti-explosion safety opening

G3 grade (EN779) fiberglass filter with granular active carbon (KC-8.0) in “M” shape filter frame
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. PAINT MIXING BOOTH . PREPARATION STATION

PRT-R

perRM 'I

Inside : 3,030 x 1,930 x 2,500 mm (L x W x H) Inside : 6,300 x 6,900 x 2,700 mm (L x W x H)
. BENCH SPRAYING BOOTH . OPEN FACE PRINTING BOOTH
BS1 OF3

. lmzm‘,

« Qutside : 1,000 x 800 x 2,100 mm (L x W x H) « Inside : 1,545 x 2,820 x 2,270 mm (L x W x H)
« 20W anti-explosion tube (1 unit) « Anti-explosion tubes (2-tube panel, 36 w) x 2 fixtures
« 360’ rotation table « External axial fan with 1.5 KW motor and 12 900 m/h
« Axial fan with 0.37 KW anti-explosion motor of 2880 ms/h capacity

capacity

. SHORTWAVE INFRARED CURING SYSTEMS
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Fix Line System
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